
SOW PRECISELY. SOW PRODUCTIVELY. SOW PROGRESSIVELY.

5810 & 8910
Air Hoe Drill Cultivator



Proven  
Seeding Technology

The 5810 Air Hoe Drill is 

a conventional floating 

hitch drill with a wide 

range of packer options, 

excellent flotation, single-

point depth control and a 

proven spring trip design.

EXCELLENT  
One Pass Seeding 

Performance

DURABLE  
Trip Assembly

DURABLE  
Frame

MRB®II / MRB®III
Options

HVB 
Hydraulic Variable          

Breakout

5810 AHD: 32 / 42 / 52 / 62 / 725810
Air Hoe Drill
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57mm 
Diameter 

Spring 

11mm
Diameter 
Wire 

1" 
Thick

1" Grade 8 
Diameter 

Pivot

150 kg HD SPRING TRIP 
4	best option for most seeding 

requirements and stony field conditions

62mm 
Diameter 

Spring 

12mm 
Diameter 
Wire 

32mm 
Thick

1" Grade 8 
Diameter 

Pivot

200 kg HD SPRING TRIP 
4	best option for heavy clay

25mm 
Thick

The Bourgault spring trip is a combination of ingenuity, durability and 
simplicity.  The Bourgault spring trip cushion design utilises increasing 
force geometry, allowing the Bourgault air hoe drill to be effective where 
competitors' systems ride on top of the ground.  Bourgault spring trip 
assemblies will outlast competitors' by a factor of two or more.  Should 
maintenance be required, the trip assembly can be easily rebuilt, safely 
and economically using common tools.

Choose from a variety of bolt-on or quick-change seed knives, spoon 
openers, vertical openers and spread tip openers to ensure you can 
achieve the results you need for optimal germination.

Double-shoot openers cannot guarantee seed and fertilizer separation in all conditions.  Equip your 5810 AHD with 

seed-only openers and Bourgault MRBs® to achieve consistently better seeding results in a one pass operation.

   The Bourgault Spring Trip Design A DEPENDABLE HISTORY



The 5810 Air Hoe Drill 
Optimize to Suit Your Conditions

 Additional Benefits and Options

4	Great Flotation Large caster wheels minimise the ground pressure resulting 
in low compaction, very good transport handling ability, as well as adequate 
flotation in wet conditions.

4	Add MRBs for Guaranteed Seed to Fertilizer Separation Optimally placed  
on the front row to cut through residue, the hydraulically actuated MRB®III 
nitrogen and sulfur applicators create optimal seed to fertilizer proximity for 
nutrient uptake.

4	Achieve a Consistent Seedbed With Precise Levelling The 5810's easy-
to-access levelling adjustments lets you accurately level your entire 5810 
using one standardised procedure getting you into the field faster.  Adjustment 
wrenches are provided.  Detailed instructions are located near the point of 
adjustment.

4	Robust Design & Construction Guarantees Uniform Soil Penetration The 5810 
frame features strong 100mm (4") x 100m (4") ranks sandwiched between 
continuous members running on both the top and bottom of the full depth of 
the frame.  This ensures that the drill's weight and working force is transferred 
efficiently guaranteeing uniform soil penetration.

 Optimize for Varying Seasonal and Soil Conditions

4	Packer and opener combinations allow you to optimise your 5810 AHD 
for different seasonal and soil conditions.  

P a c k e r  O p t i o n s
S T E E L  W H E E L 

(540mm (21¼") in diameter)

Best for dry conditions where aggressive  

packing is required.

4Choice of 57mm (2¼"), 89mm (3½") and 

114mm (4½") widths

4Optional mud-scrapers are available

4Stone kickers standard

R U B B E R - FA C E D  

S E M I - P N E U M A T I C  W H E E L  

(559mm (22") in diameter)

Semi-pneumatic packers offer excellent 

mud shedding ability and offer good packing 

characteristics in a wide range of moisture 

conditions.

4Choice of 76mm (3") and 100mm (4") widths

4Stone kickers standard

P N E U M A T I C  W H E E L  

(521mm (20½") in diameter)

Adjust inflation pressure to match  

seeding conditions.  Best option for  

seeding in wet conditions.

4140mm (½") width

4Tiye pressure can be adjusted  

from 6 to 45 psi

44-ply tubeless tyre is installed  

with tire sealant

4Tyre stem is protected from  

damage in the field
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 Single-Point Depth Adjustment

4	When time is of the essence, being able to 
set your seed depth quickly and accurately 
is a high priority.  The 5810 AHD allows you 
to achieve optimal seed depth in minutes 
with the Quick Shift Depth Control system.  Set, check, and adjust your 
seed depth in minutes!
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5810 AHD SPECIFICATIONS

MODELS 5810-32 5810-42 5810-52 5810-62 5810-72

No. of Sections 3 3 5 5 5 op./7 trans.

No. of Rows 
w/o MRB® 

w/ MRB®

 
4 
3

 
4 
3

 
4 
3

 
4 
3

 
5 
4

Working Widths 
250mm (9.8") Spacing 
320mm (12.6") Spacing

 
10.0m (32'8") 
10.2m (33'7")

 
13.0m (42'6") 
12.8m (42'0")

 
15.9m (52'3") 
16.6m (54'7")

 
18.9m (62'1") 
19.2m (63'0")

 
21.9m (71'10") 
22.4m (73'6")

Transport Widths 6.8m 6.8m 7.2m 7.3m 7.1m

Transport Height (max) 3.9m 5.3m 4.9m 5.5m 5.8m

Weight (kg) estimates only -  
250mm (9.8") Spacing w/ MRB® 
250mm (9.8”) Spacing w/o MRB® 
300mm (12.6”)  Spacing w/ MRB® 
300mm (12.6”)  Spacing w/o MRB®

 
11,340 
10,210 
10,710 
9,800

 
12,820 
11,340 
11,790 
16,660

 
13,330 
14,520 
15,310 
13,840

 
18,370 
16,190 
17,310 
15,610

 
22,140 
19,640 
20,510 
18,420

Tires 
Main Frame Casters 
Inner Wing Casters (double-walking) 
Inner Wing Casters (double) 
Outer Wing Casters (double-walking) 
Outer Wing Casters (double) 
Rear Transport Wheels 

 
13.5L x 15FI 
13.5L x 15FI 
11L x 15FI 

N/A 
N/A 

13.5L x 15FI

 
13.5L x 15FI 
13.5L x 15FI 
11L x 15FI 

N/A 
N/A 

13.5L x 15FI

 
13.5L x 15FI 
13.5L x 15FI 
11L x 15FI 

13.5L x 15FI 
11L x 15FI 

13.5L x 15FI

 
13.5L x 15FI 
13.5L x 15FI 
11L x 15FI 

13.5L x 15FI 
11L x 15FI 

13.5L x 15FI

 
16.5L x 16.1FI 
13.5L x 15FI 

N/A 
13.5L x 15FI 

N/A 
13.5L x 15FI

Spacing 250mm (9.8") & 320mm (12.6")

Packer Options Steel - 57mm (2¼"), 89mm (3½"), 114mm 
(4½") / Rubber - 76mm (3"), 100mm (4" / 
Pneumatic - 140mm (5½")

Openers Quick-Change adapters optional---  
refer to BTT for opener options

Seed Boots Standard or wide spread seed boot available

Air Kits Single-shoot & double-shoot

Blockage Monitors Optical blockage monitors available for 
secondary air lines.

General Specifications

Wing Casters Dual rigid (all sizes except 72'), or dual 
walking (all sizes)

Trip Assemblies 150 kg - 25mm (1") x 51mm (2") shank 
200 kg - 32mm (1¼") x 51mm (2") tapered 
to 25mm (1") x 51mm (2") at the opener 
attachment location

MRBs Optional on 320mm (12.6") & 250mm 
(9.8") spacings with NH3, dry, or liquid 
fertilizer tubes

MRS III Optional MRSIII (Hydraulic Mid Row Shank) 
available on 320mm (12.6") spacing

* All weights & transport 
dimensions are estimates & are 
subject to change.

 Every effort has been made to 
ensure that the information is 
accurate/current at the time of 
production.  

 For the latest product 
information check out our 
website at: www.bourgault.com
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Versatility

The 8910 Floating Hitch Cultivator is one of the most versatile farming 

implements available.  No other seeding system can be set up for tillage,  

then be reconfigured into an effective direct seeding system.  The clean and 

simple floating hitch design, durable construction and superior residue flow 

have made this tool bar a mainstay throughout Australia.

8910
CULTIVATOR

8910 Cultivator: 30 / 35 / 48 / 54 / 70
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MODELS 8910-30 8910-35 8910-11/15* 8910-48 8910-54 8910-70

No. of Sections 3 3 3 5 5 5

No. of Rows 5 5 5 5 5 5

Working Widths (in metres) 
8" (203mm) spacing 

 
8.9, 9.8 

 
10.6, 11 

11.4, 11.8 
12.2

 
11, 11.4, 11.8 
12.2, 12.6, 13 

13.4, 13.8, 14.2 
14.6, 15

 
14.6, 15 

15.4, 15.8

 
16.7, 17.1 
17.5, 17.9 

18.3

 
N/A 

10” (254mm) spacing 9.1, 10.2 10.7, 11.2 
11.7, 12.2

11.2, 11.7, 12.2 
12.7, 13.2, 13.7 
14.2, 14.7, 15.2

14.7, 15.2 
15.7

16.8, 17.3 
17.8, 18.3

20.3, 21.3

12” (305mm)  spacing 9.1, 9.8 10.7, 11.3 
11.9, 12.5

11, 11.6, 12.2 
12.8, 13.4, 14 

14.6, 15.2

14.6, 15.2 
15.8

16.5, 17.1 
17.7, 18.3

20.1, 21.3

Frame Widths 
Main Frame 
Inner Wing 
Outer Wing

 
4.3 
2.4 

 
4.3 
3.2 

 
4.7 
3.2 

 
4.7 
2.6 
2.4

 
4.7 
3.4 
2.5

 
4.7 
4.7 
3.1

Transport Widths 5.8 5.8 6.2 7.6 7.9 7.8

Maximum  
Transport Height* 
with C-frame extension

 
4.1

 
5

 
5.4 
6.4

 
4.4

 
5.4

 
6.2

Weights kg (estimates only)  Base unit configured with 204 kg double-spring tynes.

8" spacing 
with C-frame extensions 
10" spacing 
with C-frame extensions 
12" spacing 
with C-frame extensions

5,300 
 

5,000 
 

4,800

5,950 
 

5,550 
 

5,350

6,450 
7,170 
6,120 
6,750 
5,850 
6,400

8,850 
 

8,440 
 

7,980

9,750 
 

8,980 
 

8,660

N/A 
 

10,120 
 

9,660

Tyres 
Main Frame 
Inner Wing 
Outer Wing 
Main Frame Casters 
Inner Wing Casters 
Outer Wing Casters

 
11Lx15FI (4) 
11Lx15FI (4) 

N/A 
11Lx15FI (2) 
11Lx15FI (2) 

N/A

 
11Lx15FI (4) 
11Lx15FI (4) 

N/A 
11Lx15FI (2) 
11Lx15FI (2) 

N/A

 
11Lx15FI (4) 
11Lx15FI (4) 

N/A 
11Lx15FI (2) 
11Lx15FI (2) 

N/A

 
12.5Lx15FI (4) 
11Lx15FI (4) 
11Lx15FI (4) 
11Lx15FI (2) 
11Lx15FI (2) 
11Lx15FI (2)

 
12.5Lx15FI (4) 
11Lx15FI (4) 
11Lx15FI (4) 
11Lx15FI (2) 
11Lx15FI (2) 
11Lx15FI (2)

 
12.5Lx15FI (4) 
11Lx15FI (4) 
11Lx15FI (4) 

12.5Lx15FI (2) 
11Lx15FI (2) 
11Lx15FI (2)

8910 Cultivator SPECIFICATIONS
GENERAL SPECIFICATIONS

Wheel System  Offset walking tandem axles under all 
frames.

Wheel Standards  Walking Axles & Casters - triple-lip 
seals on 2,300 kg hubs / 48'-70' main frame 
walking axles - triple-lip seals on 2,700 kg hubs

Packer Options  Optional poly-gang style, or poly-
independent mounted packer wheels, or heavy-
duty gang style (10" spacing only)

Mud Scrapers  Optional fixed or spring-loaded style

Openers  Quick-Change and Speed-Loc adapters are 
optional.  Refer to BTT for optional openers.

Air Kits  Single-Shoot, Double-Shoot & Granular Air Kits 
are available.

Blockage Monitors  Optical Blockage Monitors 
available for secondary or tertiary lines.

Tine Mounted Harrows  
Optional 3 or 4 bar harrows.

Clearance  
Frame to Ground 685mm (27") 
Obstacle 280mm (11") 
Row to Row Spacing 635mm (25") min.

Row Shank Spacing 
8" Spacing 812mm (32") min. 
10" Spacing 1.2m (40") min. 
12" Spacing 914mm (36") min.

Contour Depth  2180mm (7'2") between the caster 
wheels and the walking axle pivot

Depth Control  Hydraulic series rephasing cylinders, 
“Quick-Shift” depth control, Variable Depth/
Precision Control Valve

Mid Row Banders
®
  Optional with NH3,  

dry or liquid fertilizer tubes  
(not available on 70' units or 12" spaced units)
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 Outstanding Durability.

4	The 8910 frame features five ranks of 100mm 
x 100mm x 6mm (4" x 4" x .250") wall tubing 
connected with continuous members above and 
below to create a deep profile for high strength and 
weight.  This is how the 8910 Cultivator gained 
a reputation for uniform soil penetration and 
consistent seed placement, even in tough soils.

 Resilient Trip Assembly.

4	The Bourgault Spring Trip Assembly features a 
25mm (1") diameter grade 8 pivot bolt and an 
extremely durable greaseless nylon bushing. The 
simple and durable design provides years of service 
with low maintenance.   
Not only are Bourgault spring trip assemblies more 
durable than the competition, you will appreciate 
the low cost of parts when maintenance is required.

* All weights & transport dimensions are estimates & are subject to 
change.

 Every effort has been made to ensure that the information is 
accurate/current at the time of production. For the latest product 
information check out our website at: www.bourgault.com

Note: 8910s are compatible with 8000 Series Air Seeders only.

 Designed to Work

4	Get through more and get more done with the five-row 8910 Cultivator.  Clearance is maximised around 
the in-frame wheels to allow residue to flow unencumbered.  The walking in-frame running gear is slightly 
biased to the back wheel to avoid “diving” in wetter conditions, minimising your chances of getting stuck.

 Precision Operation

4	Expect precision depth and consistent results with the 8910.  A precision line lock valve helps ensure 
that working depth never changes during operation and that any hydraulic leaks at the tractor are 
isolated from the cultivator.  The 8910 incorporates a well engineered single-series master-slave system 
built with quality hydraulic components so you know the depth you set is the depth you get.  When 
leveling is required, adjustments are made at easy to access locations with the wrenches provided.

 Effective Seeding & Tillage

Select from an extensive list of optional attachments to configure your Bourgault 8910 into an effective 
seeding unit.  Various mounted packer and harrow attachments are available on select sizes and spacings.

Visit the Bourgault website for additional information on the 8910 Cultivator.
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Proven Seeding Technology
5810 Air Hoe Drill



 Independent Poly Mounted Packers

4	 Independent Poly Mounted Packers provide even packing 
behind your 8910 Cultivator. Each wheel is mounted on a 
gang with its own spring cushion and sealed ball bearings.  
Independent movement on each wheel ensures more 
uniform packing for a more consistent crop emergence.

 Heavy-Duty Mounted Packers

4	Heavy-Duty Mounted Packers allow you to achieve near 
drill-like packing results with your 10" spaced 8910 seeding 
system.  The 560mm (22") diameter packers are available 
in 57mm (2¼") and 89mm (3½") steel, 51mm (2") & 
76mm (3") semi-pneumatic and 140mm (5½") wide 
pneumatic wheels.   
Mid Row Banders®, or a weight kit, is required to offset the 
weight of the packers.

 Mounted Tine Harrows

4	Mounted Tine Harrows allow you to break lumps and/
or lightly seal the seedbed in a seeding operation.  Five 
different tine settings allow you to set the angle to match 
your operation and conditions.

• Four Bar Harrows feature 11mm (7/16") x 406mm (16") 
long tines on a 50mm (2") overall spacing.

• Three Bar Heavy-Duty Harrows provide 13mm (½") 
x 508mm (20") long tines on a 67mm (25/8") overall 
spacing.

Note: Three bar heavy-duty harrows, four bar harrows & mounted packers can 

be interchanged.

 Gang-Style Poly Mounted Packers

4	Gang-Style Poly Mounted Packers are ideal for 8910 
seeding systems where moderate packing is required for 
breaking soil lumps and sealing the seedbed.  The 508mm 
(20") diameter durable polyethylene packers are mounted 
on a 25mm (1") shaft and heavy-duty pillow block bearings.

TILLAGE OPTIONS
FOR BOURGAULT 8910 CULTIVATORS

 THE TITAN QUICK DETACH ARM

4	Titan Quick-Detach Arms are designed for quick and easy attachment, or interchange of 

mounted harrows and packers to accomplish various operations with the same unit.  You 

can manually adjust the downforce on each arm and the two-stage spring arrangement 

ensures the set downforce remains constant regardless of the mounted option.

11
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•Independent Poly Mounted Packers
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The unique Bourgault Hydraulic Variable 
Breakout System has been acclaimed by 
Australian farmers far and wide as a robust 
trip control system. 

  

To match Australia’s most challenging conditions, the HVBIII HD system has a maximum breakout 
force of up to 470 kg (over 1,000 lb).  To meet this extra demand, the trip assemblies incorporate 
a strong tapered shank, heavy casting and trip pivot components, as well as, on average, a 
15% increasing breakout force throughout the tripping action; this ensures the trip resumes its 
intended working position as soon as the obstruction has cleared.

HVBIII
HYDRAULIC VARIABLE BREAKOUT

13



1 The Bourgault Positive Venting Chamber (PVC) provides for clean and 
dry air to enter the top port of each cylinder during trip breakout action.  
This prevents harmful contaminants such as dust particles, chemicals 
and atmospheric moisture from entering the cylinder barrel.

2 The high-quality HVB cylinder is designed and manufactured specifically 
for the harsh agricultural climate.  Each cylinder is manufactured and 
inspected to strict quality control.  The front mounted cylinder is always 
retracted during normal operation, thereby protecting the chrome 
cylinder shaft from contamination and corrosion eliminating premature 
seal failures.

3 The clevis is equipped with a ball-socket where it attaches to the HVB 
Lower Casting to minimise any side loading on the end of the cylinder 
rod during the tripping action.

4 The base of the HVB cylinder is secured to the top of the trip tower with 
a machined pin, allowing the cylinder to move forward and back during 
operation. 

5 Front mounted retracted cylinders operate with low oil volume, 
significantly reducing hose and manifold pressure spikes as well as 
maximising the efficient use of accumulator capacity.

6 The HVB casting assembly transfers the force from the ground-engaging 
tool and trip to the HVB cylinder.  The two castings pivot about a 25 
mm (1") diameter grade 8 bolt and nylatron bushing.  This long-lasting 
design does not require greasing, and will provide many seasons of 
reliable service.

A heavy-duty 32 mm (1¼") x 51 mm (2") tapered shank reduces flexing and 
ensures years of trouble-free operation.  As before, this Bourgault shank has 
the industry leading 5 year full replacement warranty against shank breakage.

DURABLE,  
INTELLIGENT 
DESIGN.
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Take unprecedented control of your seeding results with in-cab 

adjustment of the breakout force.  Improve the consistency 

of your crop emergence and increase your efficiency by easily 

adjusting the machine to suit the conditions of each paddock 

from the seat of your tractor.

On-the-Go  
HYDRAULIC CONTROL

The HVBIII HD is rated to a maximum of 470 kg (1,036 lb) 

breakout force when operating at 11 mPa (1,600 psi) pressure.  

This provides you with massive penetration power when your 

are working in even the very hardest soils!

An HVB pressure gauge is mounted 

on the front rank of the frame.  It 

is used for reference when setting 

the desired breakout force for the 

trips.  Designed for low operating 

pressures, maximum breakout of 

470 kg (1,036 lb) is achieved with 11 

mPa (1,600 psi) system pressure 
protected by a system relief 
valve.

Penetration in   
TOUGH CONDITIONS 

Less Damage 
SOFT RECOIL

HVB hydraulic manifolds distribute 

the hydraulic pressure from the 

accumulator to each HVB cylinder.  

Hydraulic pressure is delivered to 

individual HVB cylinders via one-

way flow restrictor adaptors that 

eliminate high impact recoil of the 

trip assembly after the ground 

engaging tool and trip has tripped 

over an object. 

Setting the 
TRIP BREAKOUT FORCE
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The main restrictor valve 

manages the flow, making 

the setting of the breakout 

force easier.  This is especially 

important for tractors with high-

flow hydraulic systems.

The main restrictor valve also 

prevents the backflow of hydraulic 

oil, thereby maintaining the oil 

pressure without relying on 

tractor remotes.

The HVB system utilises a piston 

accumulator with a capacity 

of 20L.  Each 3-section bar is 

equipped with one accumulator, 

and 5-section bars are equipped 

with 2 accumulators of equal 

capacity. 

Up to the Challenge with 
SYSTEM CAPACITY

Operating Pressure Range 700 to 11,000 kPa (100 to 1,600 psi)

Operating Breakout Range 45 kg to 470 kg (100 lb to 1,000 lb)

Accumulator 20 litres x 1 (3-plex), 20 litres x 2 (5-plex)

Trip 32 mm x 50 mm (1¼" x 2") tapered trip

Clearance 686 mm (27") frame to ground & 279 mm  
 (11") obstacle

Pressure Relief Valve 11,000 kPa max. (factory set)

Hydraulic Line Lock 1 per system

One-Way Flow Restrictors 1 per trip

                  Availability

4	All Bourgault 8910 Series cultivators.  
(Models as listed in the 8910 cultivator 
section)

4	All Bourgault 5810 Series air hoe drills.
 (Models as listed in the 5810 Series  

AHD section)

Maintains System Pressure for 
POWER AND CONTROL
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Warranty

Bourgault Warranty

3-Year Limited Warranty (Australia) - Repair Period and Remedies

Bourgault will repair or replace, at its option, without charge for parts or labour, any defective part of the equipment for a 
period of twelve (12) months from delivery to the first retail purchaser.

Bourgault will repair or replace, at its option, without charge for parts, any Bourgault Manufactured Part that is found to 
be defective for the period of thirteen (13) months to twenty-four (24) months from delivery to the first retail purchaser.

Bourgault will repair or replace, at its option, for a charge of 50% of the parts, any Bourgault Manufactured Part that is 
found to be defective for the period of twenty-five (25) months to thirty-six (36) months from delivery to the first retail 
purchaser.

NOTE: A Bourgault Manufactured Part is any part which has been manufactured by Bourgault Industries.  Parts purchased from an outside 

supplier are not considered to be manufactured by Bourgault.  Purchased parts would include monitors, hydraulic cylinders, sprayer pumps, 

bearings, fasteners, etc.  Any parts that are covered by an Extended Warranty published by Bourgault are an exception to the Basic Policy and are 

to be warranted as per the details of the Extended Warranty document.  The extended warranty policy may change from time to time without prior 

notice from Bourgault.

Extended Warranty
BOLT-ON CULTIVATOR & PARALINK HOE DRILL SHANKS are warranted 100% against breakage for five (5) years from date 
of machine delivery to the first retail customer.  Breakage after the fifth year will be covered at 50% warranty.  Shanks 
are not warranted against bending: however, a bent shank policy is in place to cover bent shanks at 50% warranty for 
the life of the machine to the original owner, excluding contractors.  All replacement shanks are warranted as per original 
delivery date of the machine to the first retail customer only.  Note: this extension does not include the Paralink trailing 
arm assembly or seed opener.

BOURG AULT ' S  COMMITMENT  TO  QUAL I T Y

Our mission is to design, manufacture and distribute the highest quality, most durable 
and reliable farm equipment in the world, that is affordable and meets or exceeds the 
expectations of our most demanding customers.
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SOW PRECISELY.   SOW PRODUCTIVELY.   SOW PROGRESSIVELY. 

Every effort has been made to produce this catalogue with the 
most current information possible.  However, ongoing product 
development and improvements mean that the equipment and 
specifications are subject to change without notice.  Equipment 
subject to local availability.  Please contact your Bourgault 
representative for additional information.

Bourgault Australia Pty Ltd.

(Western Division) 

PO Box 1063, Kelmscott  WA  6997

70 Gillam Drive 

Kelmscott  WA  6111

(Eastern Division) 

Lot 604, Wagga Road 

Ettamogah  NSW  2640

For a complete Bourgault dealer listing visit: www.bourgault.com

@BourgaultAu

BOURG AULT  CARE  PACK AGE

Bourgault offers a complementary ‘care 
package’ containing equipment specific 
parts.  This care package is especially 
beneficial for those farmers who farm in 
isolated locations far away from their local 
dealer.

July ‘20 Edition
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PURSUING PERFECTION

SOW BOURGAULT.


